
 
Global Quality, Local Price sealing & insulation products. 
 

 

M-2300 Available Sizes 
 

Braiding 
Method 

Size Weight 
(Kg) MM Inch 

 
Square 

3.2 1/8 5 

4.8 3/16 5 

6.4 1/4 5 

 
Lattice 

7.9 5/16 5 
9.5 3/8 5 
11.1 7/16 5 
12.7 1/2 5 
15.9 5/8 5 
19.0 3/4 5 
22.2 7/8 5 
25.4 1 5 

 

 M-2300 
Asbestos Braided Packing 
Lubricated and Graphited 

Asbestos yarn impregnated with finished 
graphite lubricants. M-2300 is used as 
sealing material on rotary shafts, reciprocating 
pistons, and valve spindles. 
 
Technical Data 

Maximum Temperature 
< 300°C (572°F) 

PH Range 
4 ~ 10 

    
 Pressure (Mpa) 2 2 15 

 Linear Speed (M/s) 4 1.5 2.5 
 

 

Features 

 Braided asbestos. 
 Lubricated graphite. 
 Good sealing performance. 
 

 

Applications 

 Rotary shafts. 
 Reciprocating pistons. 
 Valve spindles. 
 
Suitable for steam, air, water, and oil. 

 

 
 
 
 

 

 

ตัวแทนจ ำหน่ำยแตเ่พยีงผูเ้ดยีวในประเทศไทย 
บรษิทั รุง่เรอืงเอ็นเตอรไ์พรส ์(1999) จ ำกดั 

423/1 ถ.จันทน ์(ปำกซอย 45) แขวงทุง่วดัดอน 

เขตสำทร กรุงเทพฯ 10120. 
โทร: 0 – 2211 – 2200, 0 – 2211 – 2400. 

แฟกซ:์ 0 – 2211 – 2999, 0 – 221 – 4999. 

E-mail: sales@rre.co.th 
 

mailto:sales@rre.co.th


 
Global Quality, Local Price sealing & insulation products. 

 
 

M-9229 
Asbestos PTFE Packing 

Braided packing made of more than 95% 
white asbestos (crysotile) impregnated 
piece by piece with PTFE dispersion. 
 
M-9229 is flexible, resilient, homogenous, 
and compact packing. 
 
Technical Data 

Maximum Temperature 
300°C (572°F) 

PH Range 
2 ~ 12 

 
   

 Pressure (Mpa) 2 10 10 
 Linear Speed (M/s) 10 8 8  

 

Features 

� Extra Flexible. 
� Resilient and homogenous. 
� Compact. 
 

 

Applications 

 
 

M-9229 Available Sizes 
(Standard - 3 Meters/Roll) 

Size Braiding 
Method MM Inch 

Weight 
(Kg) 

3.2 1/8 0.06 
4.8 3/16 0.10  

Square 6.4 1/4 0.18 

7.9 5/16 0.26 
9.5 3/8 0.37 
11.1 7/16 0.50 
12.7 1/2 0.65 
15.9 5/8 1.01 
19.0 3/4 1.44 
22.2 7/8 1.95 

 
Lattice 

25.4 1 2.50  

 

� Stuff boxes on rotary alternative motion 
shafts. 

� Valves for coolants. 
 
Suitable for medium index acids, alkalis, 
petrochemical and food industries. 

 
  
 
 
 
 

 

 

ตัวแทนจําหนายแตเพียงผูเดียวในประเทศไทย 

บริษัท รุงเรืองเอ็นเตอรไพรส (1999) จํากัด 
423/1 ถ.จันทน (ปากซอย 45) แขวงทุงวัดดอน เขตสาทร กรุงเทพฯ 10120. 
โทร:    0 – 2211 – 2200, 0 – 2211 – 2400. 
แฟกซ: 0 – 2211 – 2999, 0 – 2211 – 4999. 
E-mail: sales@rre.co.th 

 
 



 
Global Quality, Local Price sealing & insulation products. 

 
 

M-9230 
Asbestos PTFE Packing with Oil 

Braided packing made of more than 95% 
white asbestos (crysotile) impregnated 
piece by piece with PTFE dispersion and 
treated with a lubricant. 
 
M-9230 is a soft packing and can be used on 
stainless steel or chromed shafts with high 
peripheral speeds without etching the shafts. 
 
Technical Data 

Maximum Temperature 
260°C (500°F) 

PH Range 
2 ~ 12 

 
   

 Pressure (Mpa) 2 10 10 
 Linear Speed (M/s) 10 8 8  

 

Features 

� Extra soft with lubrication. 
 

 

Applications 

 
 

M-9230 Available Sizes 
(Standard - 3 Meters/Roll) 

Size Braiding 
Method MM Inch 

Weight 
(Kg) 

- - - 
4.8 3/16 0.12  

Square 6.4 1/4 0.21 

7.9 5/16 0.31 
9.5 3/8 0.45 
11.1 7/16 0.60 
12.7 1/2 0.78 
15.9 5/8 1.23 
19.0 3/4 1.75 
22.2 7/8 2.35 

 
Lattice 

25.4 1 3.00  

 

� Paper mills. 
� Dyeing plant. 
� Food industries. 
� Pharmaceutical industries. 
 
Suitable for alkalis, thinned inorganic acids, 
ketones, oils, alcohols, aliphatic, gases, every 
kind of solution. 

 
 
 
 
 

 

 

ตัวแทนจําหนายแตเพียงผูเดียวในประเทศไทย 

บริษัท รุงเรืองเอ็นเตอรไพรส (1999) จํากัด 
423/1 ถ.จันทน (ปากซอย 45) แขวงทุงวัดดอน เขตสาทร กรุงเทพฯ 10120. 
โทร:    0 – 2211 – 2200, 0 – 2211 – 2400. 
แฟกซ: 0 – 2211 – 2999, 0 – 2211 – 4999. 
E-mail: sales@rre.co.th 

 



 
Global Quality, Local Price sealing & insulation products. 

 
 

M-9211 
PTFE Packing 

Braided packing made from pure PTFE thin 
yarn fibers with greatly enhanced ability to 
seal shafts. M-9211 is one of the most 
recommended packings due to its chemical 
properties and stability. 
 
Technical Data 

Maximum Temperature 
280°C (536°F) 

PH Range 
0 ~ 14 

 
   

 Pressure (Mpa) 2 10 20 
 Linear Speed (M/s) 4 2 2  

 

Features 

� Almost complete chemical inertial. 
� Dimensional stability. 
� Low friction coefficient. 
� Excellent resistance to compression. 
 

 

Applications 

 
 

M-9211 Available Sizes 
(Standard - 3 Meters/Roll) 

Size Braiding 
Method MM Inch 

Weight 
(Kg) 

3.2 1/8 0.06 
4.8 3/16 0.13  

Square 6.4 1/4 0.22 

7.9 5/16 0.33 
9.5 3/8 0.47 
11.1 7/16 0.63 
12.7 1/2 0.83 
15.9 5/8 1.29 
19.0 3/4 1.87 
22.2 7/8 2.48 

 
Lattice 

25.4 1 3.25  

 

� Moderate surface speed alternative and 
rotary motions shafts. 

� Rods. 
� Piston valve stems. 
� Expansion joints. 
� Etc 
 
Suitable for sealing all chemical compounds, 
except cast alkaline metals and gaseous 
fluorine. 

 
 
 
 
 

 

 

ตัวแทนจําหนายแตเพียงผูเดียวในประเทศไทย 

บริษัท รุงเรืองเอ็นเตอรไพรส (1999) จํากัด 
423/1 ถ.จันทน (ปากซอย 45) แขวงทุงวัดดอน เขตสาทร กรุงเทพฯ 10120. 
โทร:    0 – 2211 – 2200, 0 – 2211 – 2400. 
แฟกซ: 0 – 2211 – 2999, 0 – 2211 – 4999. 
E-mail: sales@rre.co.th 

 



 
Global Quality, Local Price sealing & insulation products. 

 
 

M-9214 
Graphite PTFE Packing  

Braided packing made from PTFE yarn 
containing graphite particles and anti-
corrosive lubricant. M-9214 is recommended 
for shafts and chemical applications. This self-
lubrication packing prevents scoring of shafts 
and helps minimizing sleeve replacement cost. 
 
Technical Data 

Maximum Temperature 
-200°C to 280°C (-392°F to 536°F) 

PH Range 
0 ~ 14 

 
   

 Pressure (Mpa) 2 10 20 
 Linear Speed (M/s) 15 2 2  

 

Features 

� Self-lubrication. 
� Great tear strength. 
� High thermal conductivity. 
� Low friction coefficient. 

 

Applications 

 
 

M-9214 Available Sizes 
(Standard - 3 Meters/Roll) 

Size Braiding 
Method MM Inch 

Weight 
(Kg) 

3.2 1/8 0.06 
4.8 3/16 0.12  

Square 6.4 1/4 0.17 

7.9 5/16 0.30 
9.5 3/8 0.48 
11.1 7/16 0.58 
12.7 1/2 0.78 
15.9 5/8 1.15 
19.0 3/4 1.65 
22.2 7/8 2.20 

 
Lattice 

25.4 1 2.84  

 

� Centrifugal pumps. 
� Autoclaes. 
� Agitators. 
� Mixers. 
� Etc. 
 
Suitable to seal alkalis, solvents, water, steam, 
and acids except strong oxidizing acids (aqua 
regia, fuming nitric acid, fuming sulfuric acid). 

 
 
 
 
 
 
 

 

 

ตัวแทนจําหนายแตเพียงผูเดียวในประเทศไทย 

บริษัท รุงเรืองเอ็นเตอรไพรส (1999) จํากัด 
423/1 ถ.จันทน (ปากซอย 45) แขวงทุงวัดดอน เขตสาทร กรุงเทพฯ 10120. 
โทร   : 0 – 2211 – 2200, 0 – 2211 – 2400. 
แฟกซ: 0 – 2211 – 2999, 0 – 2211 – 4999. 
E-mail: sales@rre.co.th 



 
Global Quality, Local Price sealing & insulation products. 

 
 

M-9216 
PTFE With Aramid Fiber Corners 

Reinforced Braided Packing 
Braided packing made from PTFE yarn and 
reinforced corner yarns of aramid fibers. 
 
M-9216 structure enhances the lubricities 
ability of aramid fiber and reinforces the 
strength of pure PTFE packing. 
 
Technical Data 

Maximum Temperature 
280°C (536°F) 

PH Range 
2 ~ 13 

 
   

 Pressure (Mpa) 2 20 25 
 Linear Speed (M/s) 12 2 2  

 

Features 

� Reinforce aramid corner yarns. 
� Enhanced aramid lubricities. 
� Reinforced PTFE strength. 
 

 

Applications 

 
 

M-9216 Available Sizes 
(Standard - 3 Meters/Roll) 

Size Braiding 
Method MM Inch 

Weight 
(Kg) 

- - - 
- - -  

Square 6.4 1/4 0.22 

7.9 5/16 0.33 
9.5 3/8 0.45 
11.1 7/16 0.63 
12.7 1/2 0.83 
15.9 5/8 1.39 
19.0 3/4 1.87 
22.2 7/8 2.48 

 
Lattice 

25.4 1 3.24  

 

� Sealing high pressure piston pumps. 

 
 
 

 
 

 

 

ตัวแทนจําหนายแตเพียงผูเดียวในประเทศไทย 

บริษัท รุงเรืองเอ็นเตอรไพรส (1999) จํากัด 
423/1 ถ.จันทน (ปากซอย 45) แขวงทุงวัดดอน เขตสาทร กรุงเทพฯ 10120. 
โทร:    0 – 2211 – 2200, 0 – 2211 – 2400. 
แฟกซ: 0 – 2211 – 2999, 0 – 2211 – 4999. 
E-mail: sales@rre.co.th 

 

 



 
Global Quality, Local Price sealing & insulation products. 

 
 

M-9218 
Aramid Fiber PTFE Packing 

Braided packing made from aramid fiber 
yarns impregnated with PTFE dispersion and 
treated with lubricant. M-9218 had been 
developed to replace asbestos packings for 
pump systems. Its outstanding tensile 
strength and abrasion resistance afford longer 
life under severe conditions which 
conventional asbestos packings are not 
suitable.  
 
Technical Data 

Maximum Temperature 
-100°C to 280°C (-148°F to 536°F) 

PH Range 
2 ~ 13 

 
   

 Pressure (Mpa) 3 10 20 
 Linear Speed (M/s) 25 1.5 2  

 

Features 

� Replacement for asbestos packings. 
� Great tensile strength. 
� Good abrasion resistance. 

 

Applications 

 
 

M-9218 Available Sizes 
(Standard - 3 Meters/Roll) 

Size Braiding 
Method MM Inch 

Weight 
(Kg) 

3.2 1/8 0.06 
4.8 3/16 0.12  

Square 6.4 1/4 0.20 

7.9 5/16 0.29 
9.5 3/8 0.42 
11.1 7/16 0.57 
12.7 1/2 0.74 
15.9 5/8 1.14 
19.0 3/4 1.65 
22.2 7/8 2.19 

 
Lattice 

25.4 1 2.85  

 

� Sand slurry of tin mining. 
� Paper slurry. 
� Feed water pumps. 
� Etc. 
 
Suitable for sealing water, steam, hot water, 
brine, organic solvents, alkali solutions, acid, 
oil, and etc. 

 
 
 

 

 

ตัวแทนจําหนายแตเพียงผูเดียวในประเทศไทย 

บริษัท รุงเรืองเอ็นเตอรไพรส (1999) จํากัด 
423/1 ถ.จันทน (ปากซอย 45) แขวงทุงวัดดอน เขตสาทร กรุงเทพฯ 10120. 
โทร:    0 – 2211 – 2200, 0 – 2211 – 2400. 
แฟกซ: 0 – 2211 – 2999, 0 – 2211 – 4999. 
E-mail: sales@rre.co.th 

 



 
Global Quality, Local Price sealing & insulation products. 

 
 

M-2210 
Flexible Graphite Braided Packing 

Flexible braided packing made from an 
innovative expanded pure graphite yarns.  
M-2210 is the most effective sealing 
component due to its excellent performance in 
wide temperature range and high linear 
speed. 
 
Technical Data 

Maximum Temperature 
650°C (1202°F) 

PH Range 
0 ~ 14 

 
   

 Pressure (Mpa) 3 25 25 
 Linear Speed (M/s) 40 - 2  

 

Features 

� Excellent temperature range. 
� High Linear speed. 
� Superior sealing performance. 

 

Applications 

 
 

M-2210 Available Sizes 
(Standard - 3 Meters/Roll) 

Size Braiding 
Method MM Inch 

Weight 
(Kg) 

- - - 
4.8 3/16 0.08  

Square 6.4 1/4 0.14 

7.9 5/16 0.22 
9.5 3/8 0.33 
11.1 7/16 0.45 
12.7 1/2 0.58 
15.9 5/8 0.92 
19.0 3/4 1.26 
22.2 7/8 1.62 

 
Lattice 

25.4 1 2.20  

 

� Hot water. 
� High temperature and pressurized steam. 
 
Suitable for transfer fluids, hydrogen gas, 
ammonia, organic solvents, hydrocarbons, 
cryogenic liquids, etc. 

 
 
 
 
 

 

 

ตัวแทนจําหนายแตเพียงผูเดียวในประเทศไทย 

บริษัท รุงเรืองเอ็นเตอรไพรส (1999) จํากัด 
423/1 ถ.จันทน (ปากซอย 45) แขวงทุงวัดดอน เขตสาทร กรุงเทพฯ 10120. 
โทร:    0 – 2211 – 2200, 0 – 2211 – 2400. 
แฟกซ: 0 – 2211 – 2999, 0 – 2211 – 4999. 
E-mail: sales@rre.co.th 



 
Global Quality, Local Price sealing & insulation products. 

 
 

M-9220 
High Quality Carbonized Fiber 

Graphite PTFE Packing 
Braided packing made from carbonized fiber 
yarns treated with graphite particles.  
 
M-9220 surface is coated with a high-
temperature lubricant. It can be used with 
high temperature and pressure applications. 
Furthermore, it helps prevent abrasion and 
volume loss to the packing rings and minimize 
the effects of electrolytic pitting of valve 
stems. 
 
Technical Data 

Maximum Temperature 
650°C (1202°F) 

PH Range 
0 ~ 14 

 
   

 Pressure (Mpa) 3 25 25 
 Linear Speed (M/s) 20 2 2  

 

Features 

� Very high-temperature resistance. 
� Prevent abrasion and volume loss. 
� Minimize electrolytic of valve stems. 

 

Applications 

 
 

M-9220 Available Sizes 
(Standard - 3 Meters/Roll) 

Size Braiding 
Method MM Inch 

Weight 
(Kg) 

- - - 
4.8 3/16 0.08  

Square 6.4 1/4 0.16 

7.9 5/16 0.25 
9.5 3/8 0.34 
11.1 7/16 0.49 
12.7 1/2 0.65 
15.9 5/8 0.98 
19.0 3/4 1.37 
22.2 7/8 1.86 

 
Lattice 

25.4 1 2.48  

 

� Valves. 
� High speed shafts. 

 
 
 
 
 
 

 

 

ตัวแทนจําหนายแตเพียงผูเดียวในประเทศไทย 

บริษัท รุงเรืองเอ็นเตอรไพรส (1999) จํากัด 
423/1 ถ.จันทน (ปากซอย 45) แขวงทุงวัดดอน เขตสาทร กรุงเทพฯ 10120. 
โทร:    0 – 2211 – 2200, 0 – 2211 – 2400. 
แฟกซ: 0 – 2211 – 2999, 0 – 2211 – 4999. 
E-mail: sales@rre.co.th 

 


	Binder1
	MotifSeal_Packing_Brochure
	Motif Spec
	M-2300 Asbestos Braided Packing
	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing


	Binder1.pdf
	MotifSeal_Packing_Brochure
	Motif Spec
	M-2300 Asbestos Braided Packing
	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing



	Binder1.pdf
	MotifSeal_Packing_Brochure
	Motif Spec
	M-2300 Asbestos Braided Packing
	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing



	Binder1.pdf
	MotifSeal_Packing_Brochure
	Motif Spec
	M-2300 Asbestos Braided Packing
	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing



	Binder1.pdf
	MotifSeal_Packing_Brochure
	Motif Spec
	M-2300 Asbestos Braided Packing
	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing

	MotifSeal_Packing_Brochure.pdf
	Motif Spec
	M-2300 Asbestos Braided Packing





